
G E A R B OX E S
Miniature Right Angle Helical GearboxRW5

Ratios 2:1 to 4:1
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Features
   + Housing - Aluminum, Anodized  + Output Torque - to 12.5 in. lb.
   + Bearings - Oil impregnated Bronze  + Breakaway Torque - 12 oz. in.
   + Output Shaft - 303 Stainless Steel  + Max. Backlash - 2 degrees
   + Input Gear- Hardened Stainless   + Max Input Speed 3000 rpm
   + Output Gear - Hardened Steel

Single output supplied on request

Specifications
Speed: 3000 rpm max
Breakaway Torque: 12 ounce-inch
Ratios: 2:1, 3:1, 4:1
Size: 1.50” x 1.50” x 1.58”
Materials
Housing - Aluminum Anodized
Bearings - Oil Impregnated Bronze

Input: 0.2497” 416 Stainless hardened shaft
Output: 0.2497” 303 Stainless shaft
Mounting: 4 taped holes on input face
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Part Number Ratio “A” - Output Shaft Dia. Center Distance Output Torque
RW5-2 2 : 1 0.2497 0.5893 6.25 in .lb.
RW5-3 3 : 1 0.2497 0.5893 12.5 in .lb.
RW5-4 4 : 1 0.2497 0.5893 12.5 in .lb.


